
3.400.9

Series E  Environmental Coils

08-SIZE SERIES E COILS (also for use on 98-size screw-in spool-type valves)

HYDRAFORCE.com
®

EG
IP65 Rated 08-Size Coil; DIN 43650 Connector

IP67 rated if used with sealed mating connector and gasket

EJ
IP67 Rated 08-Size Coil

Amp Jr. Timer Connector

Note: Electrical specifi cations for Series E coils differ from those for standard 
HydraForce coils. (Refer to page 3.200.1 for standard coil specifi cations.)

Coil
Weight

Operating
Voltage

12 VDC

24 VDC

Resistance 
at 20°C

8.8 ohms

33.8 ohms

Initial
Current

Draw

1.4 amps

0.7 amps

Power

17.2 watts

16.6 watts

EG/Z*
Coil

 Part No.

EJ/Z*
Coil

 Part No.

EG
Coil

 Part No.

EJ
Coil

 Part No.

* Models with Zener Diode

4305872

4305874

4305912

4305924

4305862

4305864

4306112

4306124

136 g. (4.8 oz.)

136 g. (4.8 oz.)
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CONTINUOUS DUTY OPERATING RANGE
Minimum Voltage Required for Pull-In; 32 cSt/150 sus oil at 40°C

Operating Range

Dual Coil for SP08-47, SP08-57, 
SP08-58, SV08-47, SV08-58 valves

Dual Coil for SP08-47, SP08-57, 
SP08-58, SV08-47, SV08-58 valves

1.11
28.1

0.21
5.31

1.43
36.3

1.41
35.8

1.04
26.4

DIA.

2.92
74.2

INCH
MILLIMETRE

1.14
29.0

INCH
MILLIMETRE

2.92
74.2

1.41
35.8

1.40
35.6

DIA.

1.44
36.6

Blue rectangles are links to other catalog pages or files.

Coil 08_EG STP FilesCoil 08_EJ STP Files

4305864
 www:   www.salushydraulics.pl 

e-mail:  pl@salushydraulics.pl 
shop/sklep: www.salushydraulics.pl/sklep/


